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2.
Step Two: Install Shocks
a.  Apply blue thread locker to fasteners
b.  Install fasteners and shocks in accordance
      to Figure A.
c.  Torque fasteners to oem specifications.
 

3.
Step Three: Install Remote Canisters
a.  Install LH and RH mounting brackets to the
      lower saddlebag supports using original
      equipment bolts (Figure A and B) 
b.  Install band clamps around canister in
      accordance to figure A with hose fitting on
      canister facing outward, apply blue thread
      locker to 10 - 32 x 1/2” screws and attach band
      clamp to mounting brackets in accordance
      to Figure A .
c.  Remove bolt from upper saddlebag support
     (Figure B), install hose band clamp around hose 
      and install 5/16” x 1 3/4 ” bolt, washer and
      spacer in accordance to Figure A .
d.  Check for adequate hose clearance from the 
      tire/wheel, exhaust and any sharp wear surfaces.

 

Warning:
Before purchasing or attempting to install
shocks that are different than the oem length,
confirm that the wheel travel can be altered
without causing clearance issues, such as
swing-arm/axle to exhaust contact as well
as chain/belt guard and tire clearance.
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FIGURE A 
2014-2020 HD TOURING MODELS

1.

Step One:
Remove Stock Shocks
a.  Securely support
      motorcycle on jack
b.  Remove the stock
      shocks 

FIGURE B


