
We Now Offer the Most Complete Line of High 
Performance Harley Davidson Injectors Available 

With 9 Different Flow Rates and Applicatiolils from 2001 up - Using the Latest Injector 
Technology - Sold In Flow Matched Sets and Detailed Test Report Included With Each Set 

• 

gr/ sec gr/ sec Lbs/ Hr Lbs/ Hr cc/min. cc/min. 

HD I SE RI ES Part Number 
@ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi 

Notes Outlet type Spray angle 

HDl -320-2 4.5 3.8 36.0 30.5 378 320 Stock 2005 & Below 4 micro orifice 25 degree Fits 2001-2005 Stage l Thru 5 

� HDl -380-2 5.4 4.6 42.7 36.2 448 380 2005 and Below 4 micro orifice 25 degree 
Mirro Orifire 

HDl -440-2 6.2 5.3 49.6 42.0 519 440 2005 and Below 4 micro orifice 25 degree 

� 
HDl -500-2 7.1 6.0 56.2 47.6 590 500 2005 and Below 4 micro orifice 25 degree 

� 
HDl -550-2 7.8 6.6 61.8 52.4 649 550 2005 and Below 4 micro orifice 25 degree 

� 
HDl -600-2 8.5 7.2 67.4 57.1 708 600 2005 and Below 4 micro orifice 25 degree 

HDl -650-2 9.2 7.8 73.2 62.0 767 650 2005 and Below 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HDl -700-2 9.9 8.4 78.6 66.6 826 700 2005 and Below 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HDl -750-2 10.6 9.0 84.3 71.4 885 750 2005 and Below 
Single outlet/ Revolving 

18 degree 
Fits 2001-2005 Stage 6 Thru 8 

Ball & Seat Revolving Ball & Seat 

gr/ sec gr/ sec Lbs/ Hr Lbs/ Hr cc/min. cc/min. 

H D2 SE RI ES Part Number 
@ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi 

Notes Outlet type Spray angle 

27709-06A-2 3.9 3.3 30.9 26.2 325 275 OE Injector 2006 & UP 6 micro orifice 25 degree 
Fits 2006 & UP Stage l Thru 5

HD2-380-2 5.4 4.6 42.7 36.2 448 380 Most 2006-2017 4 micro orifice 25 degree 
Micro Orifice 

HD2-440-2 6.2 5.3 49.6 42.0 519 440 Most 2006-2017 4 micro orifice 25 degree 

HD2-500-2 7.1 6.0 56.2 47.6 590 500 Most 2006-2017 4 micro orifice 25 degree 

HD2-550-2 7.8 6.6 61.8 52.4 649 550 Most 2006-2017 4 micro orifice 25 degree 

HD2-600-2 8.5 7.2 67.4 57.1 708 600 Most 2006-2017 4 micro orifice 25 degree 
Fits 2006 & UP Stage 6 Thru 8 

HD2-650-2 9.2 7.8 73.2 62.0 767 650 Most 2006-2017 Single outlet/ Revolving 
18 degree Revolving Ball & Seat 

Ball & Seat 

HD2-700-2 9.9 8.4 78.6 66.6 826 700 Most 2006-2017 & Up 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD2-750-2 10.6 9.0 84.3 71.4 885 750 Most 2006-2017 Single outlet/ Revolving 
18 degree 

Ball & Seat 
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• 
gr/sec gr/sec Lbs/Hr Lbs/Hr cc/min. cc/min. 

HD3 SERIES Part Number 
@ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi 

Notes Outlet type Spray angle 

HD3-380-2 5.4 4.6 42.7 36.2 448 380 
2008-2017 with Electronic Single outlet/ Revolving 

18 degree 
Throttle Ball & Seat 

HD3-440-2 6.2 5.3 49.6 42.0 519 440 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-500-2 7.1 6.0 56.2 47.6 590 500 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-550-2 7.8 6.6 61.8 52.4 649 550 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-600-2 8.5 7.2 67.4 57.1 708 600 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-650-2 9.2 7.8 73.2 62.0 767 650 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-700-2 9.9 8.4 78.6 66.6 826 700 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

HD3-750-2 10.6 9.0 84.3 71.4 885 750 
Single outlet/ Revolving 

18 degree 
2008-2017 with 

Electronic Throttle Ball & Seat 

gr/ sec gr/ sec Lbs/ Hr Lbs/ Hr cc/min. cc/min. 

H D4 SE RI ES Part Number 
@ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi @ 58 psi @ 43_5 psi 

Outlet type Spray angle 

HD4-380-2 5.4 4.6 42.7 36.2 448 380 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-440-2 6.2 5.3 49.6 42.0 519 440 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-500-2 7.1 6.0 56.2 47.6 590 500 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-550-2 7.8 6.6 61.8 52.4 649 550 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-600-2 8.5 7.2 67.4 57.1 708 600 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-650-2 9.2 7.8 73.2 62.0 767 650 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-700-2 9.9 8.4 78.6 66.6 826 700 
Single outlet/ Revolving 

18 degree 
Ball & Seat 

HD4-750-2 10.6 9.0 84.3 71.4 885 750 
Single outlet/ Revolving 

18 degree 
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